ginless Dump Body

(X Versatile

“is a heavy duty stainless
‘well suited for aggregate
ading, and is ideal for snow
ions. This heavy duty body
pth rear corner posts and
ailgate and continuous weld

AT

TRUCK EQUIPMENT ASSOCIATION

— Member—

A 23” cab protector is
an option for the 453U

FULL FACTORY WARRANTY
complete parts and service available

Through nationwide authorized distributors

A continued tradition
since the early 1900’s

® Material-shedding
boxed top rails

® 3/16” AR450 Hardox
floor

® 7 gauge stainless steel
sides

® Crossmemberless
understructure

® 6-panel tailgate

e Tarp-friendly upper
gate hardware

® Double acting
tailgate

Visit Galion and all
affiliated companies

on the web.
www.galiongodwin.com

Galion

Galion-Godwin Truck Body Co. LLC




53U Specifications:

General Dimensions:
vailable in 10" inside length, 84” inside width, 30" side and 40”
ds.

gauge stainless steel with material shedding boxed top,

full depth 15” rear corner post, three intermediate vertical
~side braces, 10 front and rear board extension pockets and full
length tarp rails.

Floor:
13/16”, AR450 Hardox with 2” floor to side radius.

Front Bulkhead: A bottom view of the 453U reveals the crbss-.‘f

‘gauge stainless steel construction with two bend top flange memberless understructure with heated body
‘and one formed in place intermediate “V” brace. - option -

Tailgate:
7 gauge stainless steel, 6 panel design with full perimeter
‘box bracing, two intermediate vertical braces and one
[intermediate horizontal brace, double acting design with long
hains and two sets of banjo eyes and full width lower tailgate
1n.

Tailgate Hardware:
leavy duty cast “tarp friendly” top hardware and cast overshot
ower hardware and manual release handle.

Aeets all requirements of FMVSS108 with oval stop/tail/turn
ights recessed in rear posts. All lighting is recessed, shock
‘mounted, complete with factory wiring harness.

Understructure:

” formed trapezoid longitudinal, 3/16”, 100K PSI yield,
ubricated front and rear cross shafts and 3/16” full width rear
olster.

afety Features:
1l Galion 453U bodies are shipped with a “body up” warning
ght and OSHA required back up alarm.

booi SR

Pictured is a close view of the tarp friendly
stainless upper hardware and the stainless lower
latching hardware standard on the 453U

Heated body

L.E.D. lights ILO incandescent
Formed stainless trapezoid longsills
304 #4 stainless steel construction

\dditional light holes 304-2B stainless steel construction CLIFFSIDE BODY CORPORATION

30lt on Spreader apron 201-LN-2B stainless steel construction

i 7
arious cab protectors Distributed 13%.% };%va(;?]ue
st HD quick release top hardware by; EARVIEW, NEW JERSEY 07022

avious side and end heights available (201) 945-3970

Galion-Godwin reserves the right under its Product Improvement Program to modity construction and/or design and furnish equipment
when so altered without reference to illustration and/or specifications shown herein. All specifications subject to change without notice. 9/18/11



