
SPECIFICATIONS

© 2017 Douglas Dynamics, LLC 
All rights reserved.

Printed in U.S.A. 
Form No. 11159 – MR17

Fisher Engineering reserves the right under its product improvement policy to change construction or design details and furnish equipment when so altered without reference to illustrations or specifications used.  
Fisher Engineering or the vehicle manufacturer may require or recommend optional equipment for snow removal. Do not exceed vehicle ratings with a snowplow or spreader. This product is manufactured under the following  
US patents 7,400,058; 7,737,576; 9,033,265; 9,200,418; D478,543; D476,999; other patents pending. Fisher Engineering offers a limited warranty on all snowplows, spreaders and accessories. See separately printed page for this 
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A DIVISION OF FISHER, LLC

The FISHER® POLY-CASTER™ UTV hopper spreader is 
a full-featured, professional-grade spreader designed 
specifically for UTVs. The 11 cu ft UTV spreader delivers 
many of the features of our truck-mounted models, in a 
size just right for your utility vehicle. Dual electric motors 
and dual variable-speed controls put maximum control at 
your fingertips to assure a clean, professional application.
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Models
Body Side  

Length Capacity
Hopper 

 Construction
Dimensions  

Overall (LxWxH)
Approximate 

 Weight (empty)
Electric  
Motor

Spinner  
Size

Spreading  
Width Materials

Vehicle  
Application

POLY-CASTER  
UTV

4' 7"
(1.4 m)

11 cu ft
(0.3 cu m) Polyethylene 64" x 48½" x 27" 

(163 cm x 123 cm x 69 cm)
280 lb

(127 kg)
Dual 12-volt 

1/3 hp
12"

(30 cm)
Up to 30'  

(up to 9 m)
Salt or 50/50 Salt/

Sand Mix UTVs

QUICK-CASTER  
300W

1' 10"  
(0.6 m)

3 cu ft
(0.1 cu m) Polyethylene 22" x 30" x 32"

(56 cm x 76 cm x 81 cm)
68 lb

(31 kg)
12-volt
1/3 hp

10"
(25 cm)

Up to 25'
(up to 8 m) Salt UTVs, Tractors, SUVs,  

1-Ton or Smaller Pickups

• Wireless, one-touch, on/off operation with two spinner speeds
• Fully enclosed electric motor and maximum torque transmission
• Maintenance-free poly hopper holds up to 3 cu ft of rock salt
• Easy on/off with a standard 2" receiver mount and 7-pin plug  

(Additional mounting options available) 

The QUICK-CASTER™ 300W wireless electric tailgate spreader 
delivers the ultimate in “plug ‘n’ play” convenience. 

UTV SPREADERS

DUAL VARIABLE-SPEED CONTROLS
Independently control two electric motors to precisely 
match material delivery and spread pattern to conditions

VIBRATING INVERTED V
A standard vibrator provides agitation to help keep  
material flowing smoothly

TRANSVERSE AUGER DELIVERY SYSTEM
Automatically backs itself out if an obstruction occurs  
until it is cleared

TOP SCREEN AND COVER
Helps break up large chunks during loading, and the fitted  
tarp cover helps keep ice control material dry

QUICK-CONNECT SPINNER ASSEMBLY
Gain easy access to the hitch by removing the quick-connect  
spinner drive assembly

Shown with  
cover accessory


